


0A–4 GENERAL INFORMATION

Engine Serial Number
The gasoline engine serial number is stamped on the left
rear lower area of the cylinder block above the starter.

240R200014

Automatic : Stamped on the identification plate, located
on the left side of the transmission above the mode
switch.

240R200013



1A–42 HEATING, VENTILATION AND AIR CONDITIONING (HVAC)

Condenser Fan Motor

Condenser Fan Motor and Associated Parts

875R200016

Legend
(1) Condenser Fan Assembly
(2) Condenser Air Guide
(3) Front Bumper Assembly

(4) Condenser Fan Motor
(5) Shroud
(6) Fan
(7) Horn (RH)

Removal
1. Disconnect the battery ground cable.
2. Remove the front bumper assembly.
� Refer to the Front Bumper in Body Structure

section.
3. Remove the condenser air guide.
4. Remove the horn (RH).
5. Remove the condenser fan assembly.
� Disconnect the fan motor connector and remove

the 3 fixing bolts.
6. Remove the shroud.
� Remove the 3 fixing nuts.

� Loosen the condenser fixing nut and disconnect the
fan motor connector from bracket.

7. Remove the fan.
� Remove the fan fixing C-ring and plate.

8. Remove the condenser fan motor.

Installation
To install, follow the removal steps in the reverse order,
noting the following point.

1. Route the fan motor harness in its previous position,
and fix it securely with clip and bracket.



3D–32 REAR SUSPENSION

Stabilizer Bar

Stabilizer Bar and Associated Parts

460R200003

Legend
(1) Bracket and Bolt
(2) Link

(3) Nut
(4) Stabilizer Bar
(5) Rubber Bushing

Removal
1. Raise the vehicle and support the frame with suitable

safety stands.
2. Remove wheel and tire assembly. Refer to Wheel in

this section.
3. Remove nut.
4. Remove link.
5. Remove bracket.
6. Remove rubber bushing.

Inspection and Repair
Make necessary correction or parts replacement if wear,
damage, corrosion or any other abnormal condition are
found through inspection.
Check the following parts:
� Stabilizer bar
� Rubber bushing
� Link



REAR SUSPENSION 3D–35

Torque Specifications

E03R200006



TRANSMISSION CONTROL SYSTEM (4L30–E) 7A1–71

DTC P0758 Shift Solenoid B Electrical

D07R200010

Circuit Description
� The shift solenoid B is a simple on/off solenoid

located in the main case valve body.  It is normally
open.  When the port is open, fluid pressure actuates
the shift valve.  In first or second gear, the Powertrain
Control Module (PCM) energizes the solenoid to
close a fluid inlet port.

� The solenoid is activated by current.  This current is
produced by applying a voltage to one side (the High
side) and a ground to the other side (Low side).

� The High Side Driver (HSD) is a circuit of the PCM
that acts as a switch between the solenoids and the
supply voltage.  The High side of the solenoid is
permanently supplied with voltage. In BACKUP
MODE or when the ignition is off, the HSD is turned
off.

This DTC detects a continuous open or short to ground in
the shift solenoid B circuit or shift solenoid B.  This is a
type “B” DTC.

Conditions For Setting The DTC
� Ignition is “on”, Engine “run”.
� Battery voltage is between 10 and 16 volts.
� The PCM commands the solenoid “on” and the

voltage remains high (B+), or the PCM commands
the solenoid “off” and the voltage remains low (zero
volts).

� All conditions met for 0.84 ∼ 1.0 seconds.

Action Taken When The DTC Sets
� Fixed to 4th gear.
� Maximum line pressure.
� Inhibit TCC engagement.
� For lamp illuminate refer to DTC type definition (type

B).

Conditions For Clearing The  MIL/DTC
� The PCM will turn off the MIL and CHECK TRANS

Lamp after three consecutive ignition cycles without a
failure reported.

� The DTC can be cleared from the PCM history by
using a scan tool.

� The DTC will be cleared from history when the vehicle
has achieved 40 warmup cycles without a failure
reported.

� The PCM will cancel the DTC default actions when
the fault no longer exists and the ignition is cycled “off”
long enough to power down the PCM.

Diagnostic Aids
� Inspect the wiring for poor electrical connections at

the PCM and transmission 7-way connector.  Look for
possible bent, backed out, deformed or damaged
terminals.  Check for weak terminal tension as well.
Also check for a chafed wire that could short to bare
metal or other wiring.  Inspect for a broken wire inside
the insulation.



TRANSMISSION CONTROL SYSTEM (4L30–E) 7A1–85

D07R200013



7A1–86 TRANSMISSION CONTROL SYSTEM (4L30–E)

Parts Location

D07R200014

Legend
(1) Connector I–10
(2) Connector E–44
(3) Connector I–22
(4) Connector I–23
(5) Connector I–24
(6) Data Link Connector C–39
(7) Connector H–9, H–11, H–16
(8) Connector I–32
(9) Connector I–31

(10) Connector B–16

(11) Powertrain Control Module (PCM) Connector
E–34, E–35

(12) Connector H–3, H–5, H–6
(13) Connector E–42
(14) Connector E–41
(15) Connector E–40
(16) Connector E–11
(17) Connector E–33
(18) Connector X–11
(19) Connector H–8, H–14, H–17, H–18
(20) Connector E–7



TRANSMISSION CONTROL SYSTEM (4L30–E) 7A1–87

Harness Connector Faces
No. Connector face

B-16

C-39

E-7

E-11

E-33

E-34
(J1)

E-35
(J2)

E-40

E-41

No. Connector face

E-42

E-44

H-3

H-5

H-6

H-8

H-9

H-11

H-14



8A–4 LIGHTING SYSTEM

Headlight Assembly

Removal
1. Disconnect the battery ground cable.
2. Remove the front combination light (2).
� Remove the screw.

� Disconnect the connector.

3. Remove the headlight assembly (1).
� Disconnect the connector.

� Remove four screws.

801R200022

Installation
To install, follow the removal steps in the reverse order.
noting the following point:

1. After installing the headlight, be sure to adjust the
headlight aim.

Headlight Adjustment
Preparation
Place the vehicle with 1 person in driver seat on a level
surface and check to see if the inflation pressure of the
tires is correct, the lenses are clean, the battery is
sufficiently charged, and adjust to place vehicle by using
the screen.

1. Set a vertical screen on a level surface.
2. Toward the screen (1) from the bulb center mark of

the headlight, extend parallel lines to the floor. Mark
point (A) and (B) on the screen at the intersection of
parallel line and the screen.

3. Draw vertical lines through point (A) and (B) on the
screen.

801R200019

4. Keep the vehicle (2) 3m (9.8 ft) apart from the screen
(1).

5. Draw a horizontal line through point (A) and (B) on the
screen (1).

801R200009



LIGHTING SYSTEM 8A–9

High Mounted Stoplight Assembly

Removal
1. Disconnect the battery ground cable.
2. Remove the high mounted stoplight assembly (1).
� Remove the cover (2).

� Remove two screws.

� Disconnect the connector.

803R200004

Installation
To install, follow the removal steps in the reverse order.

High Mounted Stoplight Bulb

Removal
1. Disconnect the battery ground cable.
2. Remove the cover.
3. Remove the high mounted stoplight assembly (1).
� Remove two screw.

4. Remove the bulb (2).
� Remove the socket by turning it counterclockwise.

803R200005

Installation
To install, follow the removal steps in the reverse order.



8A–12 LIGHTING SYSTEM

Map Light Bulb

Removal
1. Disconnect the battery ground cable.
2. Remove the lens (2).
3. Remove the bulb (1).
� Pull out the bulb.

805R200002

Installation
To install, follow the removal steps in the reverse order.

Courtesy Light Bulb

Removal
1. Disconnect the battery ground cable.
2. Remove the lens (2).
3. Remove the bulb (1).
� Pull out the bulb.

825RW076

Installation
To install, follow the removal steps in the reverse order.



LIGHTING SYSTEM 8A–15

TOD Switch Illumination Light Bulb

Removal
1. Disconnect the battery ground cable.
2. Remove the meter cluster (1).
� Refer to Instrument Panel Assembly in Body

Structure section.
3. Remove the bulb (3).
� Disconnect the TOD switch connector and cruise

control main switch connector.

� Remove the TOD switch (2).

825R200033

Installation
To install, follow the removal steps in the reverse order.

Cruise Control Main Switch Illumination Light Bulb

Removal
1. Disconnect the battery ground cable.
2. Remove the meter cluster panel (4).
� Refer to Instrument Panel Assembly in Body

Structure section.
3. Remove the bulb (1).
� Disconnect the TOD switch connector and cruise

control main switch connector.

� Remove the TOD switch (3).

� Remove the cruise main switch (2).

825R200032

Installation
To install, follow the removal steps in the reverse order.



8C–8 ENTERTAINMENT

Horn

Removal
1. Disconnect the battery ground cable.
2. Remove the horn.
� Disconnect the connector.

� Remove the horn mounting bolt.

NOTE: High (1), Low (2)

828R200003

Installation
To install, follow the removal steps in the reverse order.

Display (MID)

Removal
1. Disconnect the battery ground cable.
2. Remove the cluster upper cover.
� Disconnect the sun sensor connector and the GPS

control unit connector.
3. Remove the center cluster.
� Refer to Instrument Panel Assembly in Body

Structure.
4. Remove the Display (1).
� Remove the screws (2). 

� Disconnect the Display connector and MID control
unit connector.

890R200036

Installation
To install, follow the removal steps in the reverse order.



8C–12 ENTERTAINMENT

Self-Diagnosis Flow Chart–2 (Audio)

826R200021




